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Abstract. Gestura aims to change the way people interact with technology by 

employing a control system that combines gesture recognition, speech com-

mands, and voice control to create a fully intuitive interface. OpenCV and Me-

diapipe offer computer vision and gesture tracking while Vosk provides real 

time speech recognition, enabling the system to function dynamically. The pri-

mary aim is to allow users to access their computer systems without requiring 

peripherals, thus enhancing ease of access. Gestura demonstrates how multi-

modal interaction can redefine computing by improving accessibility for users 

with disabilities or introducing innovative user interfaces for gaming and 

productivity. The system is created using JavaFX, which makes the graphical 

user interfaces more responsive, modular, and easier to use through the unifica-

tion of gesture and voice recognition, thus enhancing many software packages. 
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1 Introduction 

Till this date the computer interaction methods have been relied on mechanical pe-

ripherals like keyboard and mouse. These methods are not as handy as they are , the 

methods are not as accessible , effective , and adaptable to a certain members . Physi-

cally handicapped people, for example , they face difficulty in accessing the regular 

mechanical peripherals. For applications like Virtual Reality (VR) , or home automa-

tion systems , more engaging and hands-free interfaces are required [1]. 

In todays’ world , as the artificial intelligence (AI) , machine learning (ML) and much 

reliable sensor technology is introduced , there’s a lot that has been achieved in the 

design of advanced interfaces that have more intuitive and natural interaction. Gestura 

has various input modes like, voice, and gesture in a single interface , it is simple and 

more efficient for a broad class of applications [2]. 

Voice and gesture-controlled interfaces are a promising alternatives . These take the 

advantage of computer’s vision through camera to recognize gestures, its processing 

power for natural language processing (NLP) which helps in recognizing the voice  
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commands , giving users a hands-free experience. These interfaces hold the promise 

of improving accessibility to the disabled, improving day-to-day operations, and of-

fering immersive interaction experiences with virtual reality and smart home control, 

among others. The research presents the design and evaluation of a real-time multi-

modal interaction system from both voice commands and hand gestures. The focus is 

to develop a new human-computer interaction (HCI) interface where system usability, 

accessibility, and user experience are augmented with technologies.  The integration 

of two modalities enables the system to provide users with greater autonomy, reduced 

physical-device dependency, and a more natural interaction model that increases the 

scope of user and environmental needs.. 

2  Literature Review 

Gesture detection has previously relied on various devices, including Kinect, Leap 

Motion, and MediaPipe. Each of these has unique strengths in the detection and inter-

pretation of hand movements. Leap Motion and Kinect have high precision in detect-

ing hand movements, however, they are dependent on the hardware and surrounding 

conditions. MediaPipe, on the other hand, is a framework from Google that has gained 

wide use for it's hand tracking abilities with a single camera, making it more flexible 

and accessible [3]. For speech recognition, tools like Google Speech API , Mozilla’s 

DeepSpeech and Vosk Speech recognition models are some of the most common, 

with the latter being capable of deep learning powered transcription and command 

recognition. Despite all the advancements in detecting voice commands, integration of 

these techniques into seamless multimodal interactive systems is still problematic as 

these systems seem to be mostly independent of each other. 

Every system currently available treats voice command and gesture control as sepa-

rate entities. This separation lowers efficiency and power in complex circumstances. 

Although multimodal systems that integrate gesture and voice have been developed, 

they are inaccurate in real time processing. Combining multiple inputs simultaneously 

tends to dominate delays and precision concerns. For this reason, they are especially 

challenging in regards to delivering seamless and natural user experiences in applica-

tions that require critical timing and high levels of interaction.[4]. 

Gestura attempts to ease these limitations by fusing gesture and speech recognition 

into a single streamlined process. When both input modalities are more accurate and 

processing latency is lower, the system supports real time interactions effortlessly. 

The improvement enables greater responsiveness, while also creating a rich, respon-

sive, reliable, multimodal interface, especially for applications needing both speed 

and precision in user inputs. 

3 System Architecture 

The envisioned system is composed of three main modules: gesture recognition, 

speech processing, and command execution, which function collaboratively to deliver 

an effective and transparent multimodal interaction experience. 



 

• 5 to 8 (Index finger landmarks) that follows the index finger's movement. 

• 13 to 16 (Ring finger landmarks) after the ring finger. 
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3.1 Gesture Recognition 

This module employs MediaPipe and OpenCV for real-time hand tracking and feature 

extraction. MediaPipe, a high-performance and efficient framework developed by 

Google, is employed for hand landmark detection and analysis, while OpenCV is 

employed for image processing tasks. Processing the user's hand in real time, the sys-

tem is capable of detecting various gestures, say swipe, pinch, or tap, and assigning 

corresponding commands to them. This helps in rendering a touch-free, intuitive con-

trol offering an immersive experience to the user [5]. 

 

 
Fig 1 : Hand Keypoint Mapping for Gesture Recognition 

Fig 1 displays a widely used hand landmark model in computer vision and gesture 

recognition systems. The model, being a variant of MediaPipe Hands, consists of 21 

prominent landmarks that describe the morphology of a hand. Every fingertip or joint 

comes with a related landmark, supporting precise hand movement tracking. 

The landmarks are sequentially numbered 0 through 20 with: 

• 0 (Wrist) as a reference origin. 

• 1 to 4 (Thumb landmarks) capturing the movement of the thumb. 

• •9 to 12 (Middle finger landmarks) following the middle finger. 

• 17 to 20 (Pinky landmarks) observing the pinky finger. 

The red dots in the figure mark these reference points, and the green lines follow the 

lines between them, forming a skeletal outline of the hand. This formal model sup-

ports real-time tracking and gesture classification and is therefore applicable to all 

domains such as sign language recognition, virtual reality (VR), augmented reality 

(AR), human-computer interaction (HCI), and touchless control interfaces. 

Based on this model, machine learning algorithms can decipher hand gestures relia-

bly, offering an addition to developing gesture-based interfaces across various indus-

tries. 
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3.2 Speech Recognition 

The speech processing module utilizes Vosk, an open-source speech recognition sys-

tem which converts speech to text. Vosk is based on the Kaldi ASR framework which 

implements hybrid-HMM-DNN models for cost-effective and rapid real-time recogni-

tion. Vosk operates optimally even without a GPU and on low-powered devices, en-

suring versatility across multiple languages. Vosk processes NLP intents after con-

verting speech to text. This phase evaluates the given text to determine the intended 

operation the user wants to execute. This may either be app launching, adjustment of 

device configurations, or any task-specific action. This module improves the system's 

agility by interpretating instructions issued through spoken commands; users can 

manage system functions effortlessly and efficiently[6]. 

 

 
Fig 2 : Multi-Stream Multi-Resolution TDNN-F for Speech Processing 

Fig 2  illustrates a deep learning model of speech processing. It starts off with the 

input spectrogram (on the left) which records the amplitude of the frequencies of an 

audio signal over time. As the first processing stage, the Single Stream TDNN-F 

(Time-Delay Neural Network with Factorized layers) captures temporal dependencies 

in the speech signal. After this, the architecture changes into Multi-Stream Multi-

Resolution TDNN-F. In this model, different streams (marked with different colors) 

run in parallel which helps with robustness to changes in speech patterns. Later, those 

streams are combined and pass through the ReLU (Rectified Linear Unit) Activation, 

Batch Normalization and Dropout layers which enable feature learning and regulari-

zation. 

This type of architecture is commonly applied in automatic speech recognition (ASR) 

systems like these found in Mozilla DeepSpeech or Kaldi, where the goal is to 

strengthen the accuracy of speech recognition through multi-scale temporal features. 

3.3 Integration & Execution 

The multimodal integration module carries out multimodal inputs from speech and 

gesture recognition systems. The module also resolves any possible conflicts between 

voice commands and gestures so that they can coexist harmoniously. The system 

chooses the most appropriate action based on context and sequence of commands 

dynamically, offering a seamless user experience. For example, where a user employs 



 

 valid. 

• Once the input is proper, the system proceeds to the Execution Layer. 

v. Execution Layer (Processing Node) 
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a gesture in conjunction with a voice command, the system favors voice input or re-

solves conflicts by application of rules as specified. The conflict resolution ensures 

smooth and uninterrupted user interaction even in complex situations. 

 

 
Fig 3 : Workflow of a Voice and Gesture-Controlled Interaction System 

Fig 3 explains the sequential process of user interaction within the Gestura system is 

represented by the flowchart in Figure X, how the hand movements and voice control 

are handled for hand-free HCI. 

i. User Input (Decision Node) 

• The process starts when there is an input by a user either in terms of gestures or 

voice. 

• The decision node determines the input type and directs it to the corresponding 

processing module. 

ii. Gesture Recognition Module (Processing Node) 

Once the gesture is detected, the input is passed on to the Gesture Recognition Mod-

ule, which uses OpenCV for tracking and classifying the hand. 

iii. Speech Recognition Module (Processing Node) 

When a voice request is issued, the system passes it to the Speech Recognition Mod-

ule, where Vosk is used to parse and translate speech into text. 

iv. Decision-Making Module (Decision Node) 

The accepted gesture or speech command is verified to determine whether it is

• If not valid, the system repeats, requesting the user to try again. 

The validated command is made, initiating the target system behavior (e.g., control-

ling a smart home device, moving within a VR environment, or supporting accessibil-

ity features). 

vi. End (Terminal Node) 

The system completes the interaction and waits for new user input for further interac-

tion. 

This organized flow provides low-latency, real-time interaction, and Gestura is a solid 

multimodal interface for natural hands-free computing. 
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4 Implementation and Development 

A combination of Python, Kaldi ASR framework, and OpenCV runs the gesture 

recognition and speech processing engines. Our system also features an agile and 

modular multimodal interaction platform. Gestura utilizes OpenCV for the image 

processing task within the gesture detection scope, and it leverages TensorFlow to 

build and apply deep learning-based CNN models for gesture classification. A large 

database containing hand gestures is utilized to teach our CNN models so that the 

system can detect an enormous number of movements accurately. Through deep 

learning, the system adapts to different configurations of the hand, its angle, and even 

external surroundings, thus making it powerful and dependable to work in the real 

world [7]. 

Advanced natural language processing (NLP) models for interpreting voice orders are 

used in the speech processing module. To recognize speech and apply natural lan-

guage processing (NLP) language models to discern the command’s intention, a 

speech recognition system incorporates deep learning techniques. The system has 

noise insensitive models to assist in command recognition during noisy conditions, 

which improves recognition in difficult environments. With this integration, the sys-

tem is able to correctly interpret voice inputs in quiet and noisy conditions. 

The system functions effectively with mid-tier hardware, illustrating its practicality 

for overall use. Despite the challenges associated with real-time processing of speech 

and gesture inputs, the system offers exceptionally low latency, enabling speedy 

command processing without delays. This is done by skillfully optimizing the under-

lying models and managing the hardware resources so that the system is responsive 

and practical for daily use.. 

5 Experimental Setup and Results 

A diverse set of users provided basic gesture samples and voice commands for us to 

collect. A sample test was done to understand how responsive and accurate the system 

is, especially in regards to its multimodal function. In order to assess the efficiency of 

the system, a set of automized and tailored performance metrics were taken into con-

sideration. 

• Gesture Recognition Accuracy: The system achieved recognition accuracy of 

92.3% with normal lighting. The accuracy was high because CNNs (convolutional 

neural networks) received appropriate training on a hand gesture video database, ena-

bling the system to comprehend user movements efficiently. 

• Voice Command Accuracy: The systems achieved 89.7% accuracy on recognizing 

voice commands with minimal background noise. Accuracy dropped to 78.4% in 

more noisy environments. Even though the accuracy dropped, the system performed 

really well in real-life noisy environments due to noise-immune models incorporated 

in the speech processing model .The system claimed an average processing delay of 

150ms, resulting in interactions being almost instantaneous and seamless from the 

user perspective. The response time was low due to optimizations in speech and ges-
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ture recognition modules, enabling the system to perform real time multimodal pro-

cessing within a reasonable timeframe.  

• Response Time: The optimized system's speech and gesture recognition modules 

ensured that the system processed multi-modal inputs in real time with minimal lag, 

thus enhanced interaction experience became instantaneous and effortless. For the 

processed system, an average delay of 150ms was observed during relayed interac-

tions, which led to exceptional user experience. 

Experimental findings show that multimodal fusion of gesture and voice recognition 

greatly enhances the overall usability over the single-mode gesture or voice systems. 

The combination of the two input modes offers greater flexibility in user interaction, 

particularly in situations where one modality may be more convenient or suitable than 

the other. For instance, users can use voice commands when their hands are busy or 

gestures where speech may not be suitable. These results highlight the benefits of 

multimodal interfaces in improving accessibility and user experience in a wide range 

of applications [10]. 

5.1 Outputs 

i. For Gesture Recognition. 

 

 
Fig 4: Shows the hand skeleton built by Mediapipe 



    

 

 

 

 

Gestura: A Voice and Gesture-Controlled System for Seamless …             1339

 
Fig 5 : Shows the working of hand recognition 

 
Fig 6: Shows the working of hand recognition 

 

ii. For Speech Recognition 

 

 
Fig 7: Used the speech recognition model to open notepad and write in it. 
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6 Challenges 

In spite of the encouraging performance of the system, some challenges were noted 

while evaluated. 

• Lighting Conditions: The gesture recognition of MediaPipe is influenced by envi-

ronmental conditions, that is, lighting conditions. For environments with bright or 

variable lighting, the hand movement detection by the system may be interfered with, 

leading to lower recognition rates. Low lighting may blur or hide the hand landmarks 

that MediaPipe tracks, which affects the accuracy of gesture interpretation. As 

demonstrated in existing work, variable lighting environments pose a challenge to 

real-time hand tracking systems [11]. 

• Voice Recognition in Noisy Places: Although the speech recognition system per-

forms well under quiet conditions, it is less effective with noise or strong accents. 

Specifically, the performance of the system is degraded by high levels of ambient 

noise, e.g., in crowded environments or against extremely loud sources of noise. 

While noise-immune models are integrated into the system, recognition of other ac-

cents and dialects remains an issue. The accuracy of recognition is reduced when the 

voice command is degraded by factors like speech rate, tone, or variation in accent 

[12]. 

• Low-End Device Real-Time Processing: Another primary limitation is processing 

overhead in processing both gesture and speech input concurrently, which may have 

an effect on real-time performance, particularly on low-end devices. Computational 

intensity in performing both hand-tracking algorithms and speech recognition models 

using deep learning at the same moment may put a heavy load on device resources, 

and this may cause possible lag or compromised system responsiveness. Such a prob-

lem especially concerns those whose devices lack high-end processing capabilities, 

and as stated by previous research works, it is still a concern to optimize systems of 

this type for lower-end hardware [13].. 

7. Future Research Directions 

In an effort to break the current constraints and improve the overall performance and 

usability of the system, various future enhancements and research directions have 

been achieved. 

• Enhancing Deep Learning Models for Enhanced Accuracy: Enhancing the deep 

learning models for gesture and voice recognition is one of the important areas of 

development. With an increase in the sizes of the training sets to encompass a wider 

range of gestures and accents, the system can become even stronger against variations 

in user input. Additionally, incorporating more sophisticated deep learning methods, 

like transfer learning or attention, could further increase recognition accuracy. These 
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enable the model to generalize better across varied environments and user features, 

finally to provide better performance in various conditions [14]. 

• Integration with AR/VR Environments for Immersive Interaction: Integration of 

the multimodal interaction system with augmented reality (AR) and virtual reality 

(VR) environments is another possible direction. These immersive technologies need 

more natural and intuitive ways of interaction, and multimodal interfaces can be a 

powerful solution. With the inclusion of gesture and speech recognition, the system 

would enable users to control and manipulate virtual objects in real-time and enhance 

the user experience of AR/VR applications. Integration would be especially beneficial 

in gaming, remote collaboration, and simulation-based training, where hands-free 

control is a significant advantage [15]. 

• Energy-Efficient Algorithm Optimization on Edge Devices: With the advancement 

of the system, optimization of algorithms on edge devices for energy efficiency will 

be essential. Edge devices like mobile devices and IoT devices have limited pro-

cessing power and battery life, which can be taxing for the computation required by 

real-time gesture and speech recognition. Research into ways of limiting the energy 

usage of such algorithms, for example, via model pruning, quantization, or hardware 

acceleration, will be required to keep the system feasible for a large number of devic-

es. By being energy efficient, the system can be made more deployable in a vast num-

ber of devices, even in areas where power consumption is a significant issue, such as 

wearable devices and remote areas [16]. 

Exploring these directions will enable multimodal human-computer interaction to 

more accurately, sensibly, and usefully operate in a wider range of tasks. 

8. Conclusion 
The envisioned multimodal human-computer interaction (HCI) system demonstrates 

promising performance in real-world applications, offering an unobtrusive fusion of 

gesture and voice recognition in an effort to enhance usability and accessibility. By 

bridging the gap between input devices, i.e., mice and keyboards, and more intuitive 

and natural interaction models, the system opens the door to more accessible and effi-

cient interfaces in various fields, such as accessibility, virtual reality, and home auto-

mation [17]. With the combination of gestures and voice commands, users can inter-

act in a more flexible manner, which further results in engaging and hands-free inter-

actions. Innovations in deep learning and hardware will undoubtedly be focused on 

enhancing overall user experience. Enhanced language provisions and recognition 

from AI model developments is bound to be rendered smoother in real time by ad-

vancements in other hardware capabilities. Sooner or later optimized multimodal 

systems might change the world of healthcare and education, as well as entertainment 

sectors, in which accessible and free technologies will improve user interaction and 

productivity. There is an opportunity, with further research and development, to adapt 

sophisticated AI models and hardware so the system can assist different users around 

the globe. This means the future will adopt multimodal interaction systems that are 

highly accurate, efficient, and integrated in daily life, augmenting the collaboration 

between humans and computers on a broader scale, as well as inviting a new frontier 
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of innovation in user interfaces is bound to arise.t attention among leading companies. 

However, metal technologies like metal binder jetting have lagged behind 
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