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Abstract. The frozen fish processing unit plays a crucial role in preserving the 

quality and extending the shelf life of the catch before distribution to local and 

international markets. PT. ABCD is based in Jakarta and produces a range of 

fresh fish products, with frozen tuna loin among its key offerings. The target 

markets for these products include China, Canada, Korea, Vietnam, the USA, and 

Australia. PT. ABCD is committed to implementing comprehensive strategies to 

enhance the productivity of its operations. The study aimed to identify production 

problems and develop strategies for increasing frozen tuna loin production. The 

research method utilizes descriptive qualitative analysis, with data collected 

through observations and interviews from both workers and managers. Key 

performance indicators (KPIs) for frozen tuna loin processing included: product 

quality; food safety; production yield; production efficiency; waste management; 

and delivery timeliness. The analysis of production issues has identified four 

main problems that require immediate attention. One of the primary concerns is 

the short service life of the cutting saw tool, which typically lasts only two weeks 

before becoming damaged or broken.  To improve productivity, four strategies 

have been proposed. The first step is to conduct an inventory and assess the 

effectiveness of production tools, particularly the cutting saws. This study 

concludes that enhancing the ability to identify the root causes of these problems 

is expected to increase productivity and, in turn, boost the income of PT. ABCD. 

Keywords: Food Safety, Frozen Fish, Improvement Strategy, Productivity. 

1 Introduction 

In 2023, Indonesia's capture fisheries production reached 7.84 million tons, with 20% 
of this total consisting of tuna, skipjack tuna, and other types of tuna. The overall pro-
duction of tuna from capture fisheries was 380,939 tons. Tuna is a key commodity due 
to its high commercial value and its importance as a major source of foreign ex-change. 
In 2024, tuna, skipjack, and mackerel accounted for US$1,670,272,760, or 16.93% of 
Indonesia's total fisheries exports. This marks a significant increase from 2023, show-
ing a percentage rise of 80% [1]. Tuna fish is not only economically valuable but also 
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delicious and nutritious. According to [2], tuna is rich in various nutrients essential for 
the body, including vitamin A (36.66 IU/100 g), vitamin B6 (2.48 mg/kg), omega-3 
fatty acids, and high protein content (28.34%). It is also abundant in minerals such as 
selenium, phosphorus, and magnesium. 

Indonesia has a significant fish resource that has been extensively utilized, as demon-
strated by the presence of 700 fish processing units (UPI) dedicated to freezing fish. 
The frozen fish processing industry is vital for preserving quality and extending the 
shelf life of the catch before it is distributed to local and international markets. During 
the freezing process, some of the water in the fish turns into ice crystals, which reduces 
the availability of water. This condition inhibits and halts the growth of enzymes and 
microorganisms that can damage the product, thereby maintaining the fish's quality for 
a longer period compared to conventional storage methods [3]. This enables fishery 
products to reach a wider market, including exports to countries with stringent quality 
standards. 

Improving productivity is essential for Fish Processing Units (UPI) as it directly af-
fects their competitiveness and long-term sustainability in the global market. High 
productivity enables UPIs to process more fish at reduced costs, enhancing efficiency 
and profit margins. Additionally, having a large production capacity allows UPIs to 
meet market demand swiftly and reliably, which is crucial for maintaining export con-
tracts and building trust with international trading partners [4]. 

PT. ABCD, located in Jakarta, is a company that specializes in the production of 
frozen fish, with frozen tuna loin as its primary product. The company must maintain 
consistent productivity and product quality to meet the demands of export markets in 
countries such as China, Canada, Korea, Vietnam, the United States, and Australia. 
However, various obstacles during the production process can affect productivity lev-
els. It is essential to identify these challenges and address them with appropriate strat-
egies. Therefore, this study aims to pinpoint the main issues in the production of frozen 
tuna loin and to develop strategies for increasing productivity. 

2 Materials and Methods 

This study utilizes a qualitative descriptive approach to provide a comprehensive over-
view of the challenges encountered in the production of frozen tuna loin within a fish 
processing unit. The focus of this research is PT ABCD, a frozen fish processing com-
pany located in Jakarta. The company generates an annual turnover of USD 4,000,000 
and has a cold storage capacity of 300 tons. It operates two air blast freezers, one with 
a capacity of 10 tons and another with a capacity of 3 ton, and employs a total of 60 
workers. The study was conducted from January 13, 2025, to February 14, 2025. The 
equipment utilized during processing includes fish cutting machines, knives, air-blast 
freezers, cold storage units, long pans, processing tables, packaging equipment, vacuum 
sealers, digital scales, forklifts, masks, gloves, head coverings, metal detectors, push-
carts, and master cartons. 



 

 

 

 

296             Y. Sundari et al.

The materials used consist of frozen tuna sourced from various suppliers, along with 
water and ice, which serve as auxiliary materials. The water and ice used in processing 
have met the drinking water quality standards outlined in Regulation of the Minister of 
Health of the Republic of Indonesia Number 2 of 2023. 

This stage of the research builds on the findings from prior studies [5, 6, 7]. The 
stages followed include data collection, illustrating the factors causing the problem 
through a diagram, identifying the root cause of the problem, and recommending inter-
vention proposals. Data collection methods included direct field observations and in-
depth interviews with various stakeholders. Observations were made to understand the 
actual operational processes, spanning from the production stage to quality control. In-
terviews were conducted with multiple informants, including the Quality Assurance 
Manager, the Head of Production, the Equipment Manager, members of the Purchasing 
Department, Quality Control staff, and representatives from the HR and Finance De-
partments, as well as the individual responsible for export documentation. Additionally, 
secondary data were gathered from company administrative records and relevant liter-
ature. 

The main parameters observed in this study include product quality, food safety, 
production yield, production efficiency, waste management, and on-time delivery. The 
data collected were analyzed using descriptive analysis methods to identify the root 
causes of various issues. A fishbone diagram, also known as a cause-and-effect dia-
gram, was utilized to systematically pinpoint these underlying causes [8]. By catego-
rizing causes into personnel, procedures, equipment, resources, and environmental fac-
tors, the fishbone diagram provides a comprehensive view of the elements that influ-
ence the likelihood of a problem. This approach helped in developing relevant strategies 
for productivity improvement [9]. A fishbone diagram is a tool used to solve problems 
by illustrating potential root causes and designing possible solutions in a visual format 
that resembles a fish [6]. 

3 Results and Discussion 

3.1 Processing Stages of Frozen Tuna Loin 

The processing stages for frozen tuna at PT ABCD are carried out through several 
stages, such as raw material receiving, the weighing processes, storage of raw materials 
in cold storage, head cutting and loining, metal detection, and loading (stuffing).  

Raw Material Receiving. The company receives whole frozen tuna as raw materials 
from its suppliers. To ensure the fish meets the company's specifications and standards, 
the company conducts sampling followed by histamine testing, sensory testing, and 
core temperature testing. The quality of these raw materials greatly affects the final 
quality of the fishery products. Fresh fish that is handled hygienically will yield prod-
ucts with superior nutritional content, better microbiological quality, and greater stabil-
ity compared to raw materials that have deteriorated in quality due to improper storage 
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and handling [10]. The sampling results of the received frozen tuna raw materials are 
presented in Table 1. 

Table 1. Testing data for raw material quality at the acceptance stage. 

Date Mass 
(kg) 

Sample 
(pieces) 

Temp 
(°C) 

Hista-
mine 
(mg/kg) 

Sensory 

Appearance Dehydration Discoloration Aroma  
2025 10,223 13  -18.0 7 8 8 7 18.9 

2025 
/01/ 
31 

9,748.5 13 -18.2 8 8 7 8 3.3 

2025 
/01/ 
25 

389.3 6  -18.5 8 8 8 7 5.0 

Source: Secondary data provided by PT ABCD 

The weighing processes. This stage is conducted using digital scales that have been 
calibrated in advance by the quality control department. Each fish is weighed carefully, 
one by one, with the weighing done as quickly as possible to prevent temperature fluc-
tuations. The initial weighing determines the weight of the tuna received from the sup-
plier, ensuring accuracy. Accurately measuring the initial weight of raw materials is 
crucial for avoiding errors in mass balance recording and yield calculations, as well as 
ensuring the efficiency of subsequent production processes [11]. Additionally, the data 
from this initial weighing helps verify whether the weight data provided by the supplier 
aligns with the weight recorded by the company. 

Storage of Raw Materials in Cold Storage. Raw materials are stored in cold storage 
if they are not processed immediately or if their temperature is below -18°C. These raw 
materials are labeled according to the supplier's origin and the time of receipt to ensure 
proper identification. 

Head Cutting and Loining. Fresh fish are deheaded right after being weighed using a 
knife. For frozen raw materials, the head is removed after the fish are taken out of cold 
storage using a cutting machine. During the loining stage, the fish are divided into four 
sections based on size. Frozen fish are cut with a clean cutting machine, while fresh 
fish are cut using a sharp knife. The cutting process is carried out as quickly as possible 
to maintain the fish's temperature as required. Using a sharp knife is essential in the 
processing of frozen tuna loin to maintain the meat's shape and quality. A dull knife 
can cause physical damage, such as tears or uneven surfaces, which can adversely affect 
the visual quality and marketability of the product. Research by [12] indicates that one 
of the primary causes of fillet damage is the use of an unsharpened knife, which nega-
tively impacts the yield and quality of the final product.  
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Metal Detection. Metal detection is conducted on finished products after they have 
been packaged to prevent contamination from any metal debris. If any metal sources 
are identified, the Quality Control (QC) department will reinspect the affected product. 

Storage in Cold Storage. Packaged products are immediately transferred to a special-
ized cold storage facility for finished goods. These products are held there until they 
are ready for export. Hourly monitoring of the freezer temperature is conducted to pre-
vent any drop in temperature that could cause damage to the stored products. 

Loading (Stuffing). Loading (or stuffing) of products is carried out according to the 
delivery schedule agreed upon by the company and the buyer. This process includes 
checking the temperature of the container prior to loading the product, which must be 
maintained at -18°C. 

3.2 KPI Analysis of Frozen Tuna Loin Production Productivity 

The key performance indicators (KPIs) for frozen tuna loin production, aimed at 
achieving the company's strategic goals, including product quality, food safety, produc-
tion yield, production efficiency, waste management, and timely delivery.  

Product Quality. The quality of frozen tuna loin products is evaluated based on com-
pliance with Hazard Analysis Critical Control Points (HACCP) standards, Indonesian 
National Standards (SNI), and specific specifications requested by buyers. The appli-
cable SNI for frozen tuna loin products is SNI 4104:2015. For microbiological contam-
ination was assessed through five test parameters, i.e., ALT, E. coli, Salmonella, V. 
cholerae, and V. parahaemolyticus. The results of the microbiological contamination 
tests are detailed in Table 2. All parameters met the quality requirements as outlined in 
SNI 4104:2015 for frozen tuna loin products.  

Table 2.  Results of microbiological contamination tests for frozen tuna loin products. 

Parameter Unit Result National 
Standard (SNI) 

ALT colony/g 3.6 x 103 Max 5.0 x 105 
E. coli MPN/g <1.8 <3 
Salmonella /25 g Negative Negative 
Vibrio cholerae /25 g Negative Negative 
Vibrio parahaemolyticus MPN/g - <3 

Source: Secondary data provided by PT ABCD 

Heavy metal contamination, including lead (Pb), cadmium (Cd), and mercury (Hg), 
was analyzed. The results of these tests are detailed in Table 3. The findings show that 
the levels of heavy metal contamination were below the maximum permissible limits 
set by SNI 4104:2015 for frozen tuna loin. 
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Table 3. Heavy metal contamination test data of frozen tuna loin products. 

Parameter Test Results National Standard 
(SNI) 

Lead (Pb) not detected Max 0.4 mg/kg 
Cadmium (Cd) not detected Max 0.1 mg/kg 
Mercury (Hg) 0.25 mg/kg Max 1.0 mg/kg 

The histamine test results of frozen tuna loin products are presented in Table 4. The 
results indicate that all nine tested samples exhibited values below the maximum limits 
stipulated in SNI 4104:2015 for frozen tuna loin. 

Table 4. Histamine test data of frozen tuna loin products. 

Parameter n Result 
(mg/kg) 

SD National 
Standard 
(SNI) (mg/kg) 

Histamine 9 8.23 0.013 100  

The organoleptic, temperature, and filth test results of frozen tuna loin products are 
presented in Table 5. The results indicate that all tested parameters complied with the 
quality requirements specified in SNI 4104:2015 for frozen tuna loin. 

Table 5. Organoleptic, temperature, and filth test data of frozen tuna loin products 

Parameter Results National Standard 
(SNI) 

Organoleptic 9 Min 7 
Temperature -35.4 Max. -18 
Filth 0 0 

The suitability of test results—ranging from microbiological and heavy metal con-
tamination to histamine levels, organoleptic properties, temperature, and the presence 
of filth—depends significantly on the adherence to standards throughout the good pro-
duction process in a company. The fundamental principles of Hazard Analysis Critical 
Control Point (HACCP), along with the implementation of Sanitation Standard Oper-
ating Procedures (SSOP) and Good Manufacturing Practices (GMP), have proven ef-
fective in reducing the risks of biological, chemical, and physical contamination during 
production. This includes all stages from raw material handling and processing to stor-
age [13, 14]. 

Food Safety. Food safety is a top priority in the production of frozen tuna loin. Quality 
control and food safety measures are applied from pre-production through distribution, 
utilizing the HACCP (Hazard Analysis and Critical Control Points) concept [15]. The 
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effectiveness of this quality assurance system is confirmed by a HACCP certificate is-
sued by a competent authority. Ninety percent of the company's products are sold in 
Europe, which requires a Grade A HACCP certificate. 

Production Yield. The yield of a product can be assessed by comparing the initial 
weight of the raw materials to their final weight, while also considering their economic 
value [16]. This calculation is performed during the head removal and gutting stages, 
as well as after trimming and skinning, since these processes generate waste or lead to 
the discarding of certain fish parts that are not used. The yield results provide compa-
nies with in-sights into the percentage of products that hold economic value. Generally, 
a higher yield indicates a greater economic value for the product, whereas a lower yield 
sug-gests diminished economic value. The yield results of frozen tuna loin products, in 
comparison to company standards, are presented in Table 6. 

Table 6. Tuna loin yield data 

No Raw Mate-
rial (kg) 

Cutting head 
and loining 
(kg) 

yield 
(%) 

Trimming 
and skin-
ning (kg) 

yield 
(%) 

Company 
Standard 

1 11,136.2 8972.6 80.57 6141.7 55.15 50% 

2 17,939 13,212.7 73.65 9636.8 53.726  

3 1,128 980.7 86.94 725.9 64.35 

The yield value produced by the company has met company standards. However, 
when compared to the yield results from similar industries, namely the frozen tuna loin 
processing industry, the value is lower than other companies, as reported by [17] where 
the tuna loin yield produced was 60.24%, while according to [18] the yield value for 
frozen tuna loin was 60.1%. This difference in values can also be influenced by the type 
of tuna raw material used. PT ABCD uses raw materials in the form of whole tuna with 
heads and guts still attached, while many companies receive raw tuna without guts. This 
will affect the reduction in the initial weight of the fish. 

Production Efficiency. Production efficiency is a crucial indicator for assessing how 
effectively a production process operates. Identifying factors that contribute to ineffi-
ciency can help stakeholders enhance productivity by distinguishing between manage-
able and unmanageable factors. This understanding is vital for developing effective 
strategies to boost productivity [19]. Strategies may include monitoring production 
times, raw material usage, and optimizing processes such as cutting, cleaning, and 
freezing fish. The efficiency of the frozen tuna loin product can be analyzed, particu-
larly by comparing raw material us-age between whole tuna (with the head and guts 
still attached) and tuna in loin form. The results of the analysis comparing production 
efficiency between the use of whole tuna and loin form are presented in Table 7.  
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Table 7. Efficiency matrix for the comparison of raw material types usage. 

Parameters Conclusion 
 

Types of Raw Materials 

Raw material 
cost 

Lower cost Higher cost  

Production time Longer, requires more Faster, requires  

Equipment/cut-
ting knife loss 

Higher loss; cutting 
tools must be sharp-
ened/replaced approxi-
mately every 2 weeks 

Lower loss Damaged equip-
ment requires sub-
stantial maintenance 
costs 

Yield 57.74 % 97.3% The waste generated 
is less compared to 
using whole round 
(WR) tuna as raw 
material 

When assessing production efficiency, companies need to take production costs into 
account to achieve economic value. The utilization of inputs such as raw materials, 
other materials, labor, capital, and technology greatly influences production efficiency. 
The optimal and timely use of raw materials can substantially enhance production out-
put [20]. One challenge companies face is the ongoing detection of defects or damage 
in the secondary packaging materials they receive, as well as waste generated from 
sawing equipment. 

Waste Management. Fish waste refers to various fish species or bycatch that have 
minimal or no economic value, as well as immature or damaged fish that are commer-
cially viable [21]. Typically, the waste generated from fish processing is estimated to 
be about half of the total fish, though this can vary significantly, ranging from 10% to 
90%, depending on the species and its intended use [22]. Common types of waste from 
fish processing include heads, skin, bones, and guts [23, 24], which have not been uti-
lized to create value-added products. 

For companies processing frozen tuna loin products, the amount of solid waste gen-
erated can represent between 35.85% and 45.85% of the total yield value, depending 
on the size of the raw materials received. A major challenge in managing this solid 
waste is that if a factory chooses to handle it internally, it requires additional invest-
ment. This investment may not be justified, as the waste yield is often insufficient to 
cover production and operational costs. Additionally, the limited land available to the 
company makes the decision to process waste into value-added products difficult. As a 
result, most solid waste is sold to a third party that collects it directly from the company 
on a daily basis. 

Timely delivery. PT ABCD is a frozen fish processing company that markets 100% of 
its products internationally. The company can meet 80% to 100% of customer demand 
based on observations. 
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3.3 Problem Analysis 

One of the problems encountered in the frozen tuna loin processing process at PT 
ABCD is the relatively short lifespan of the saws, lasting only two weeks before they 
break down and experience a decline in performance. This problem directly impacts 
production efficiency indicators, as the high frequency of tool replacements leads to 
increased downtime, wasted operational costs, and reduced continuity of the raw mate-
rial cutting process. Production efficiency is a key indicator in measuring productivity, 
reflecting the extent to which resources are optimally utilized to produce output. When 
key processing equipment, such as cutting saws, fails to function properly within the 
expected timeframe, the production process becomes unstable and wastes resources 
[25, 26]. 

According to research by [27], fish cutting machines are among the equipment that 
experience the most frequent damage compared to other production machines, with a 
failure rate of 38%. One component that often needs repair is the saw blade. Damage 
to the saw blade typically occurs due to it becoming dull from continuous use, as well 
as instances of the blade breaking. 

The company is focused on repairing both blunt and broken saw blades. Blunt blades 
are sharpened, while broken blades are reattached using welding techniques. All repairs 
are conducted through third-party services. However, the company does not track these 
tool replacements, resulting in a lack of definitive data on the lifespan of a single saw 
blade, especially for those that have been repaired or reattached. Based on estimates, a 
reattached saw blade typically lasts about two weeks, while a new blade can last up to 
two months.  

To systematically identify the root causes of this issue, a fishbone analysis approach, 
also known as an Ishikawa diagram, can be employed [28, 29, 30]. This analysis helps 
categorize the factors affecting tool life into several groups: human factors (tool users), 
machine factors (tool specifications and maintenance), methods (usage techniques), and 
materials (material quality) [31, 32]. By comprehensively understanding these causes, 
a more targeted improvement strategy can be developed to enhance the efficiency and 
sustainability of the production process. An example of a fishbone diagram illustrating 
the problem of short saw life is presented in Fig. 1. 

 

 
Fig. 1. A fishbone diagram illustrating the problem of short saw life. 
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Based on the identified issues, the root cause can be analyzed: the use of saw blades 
repaired through welding techniques results in a shorter service life compared to new 
blades. This reduction in lifespan occurs because the repair process decreases the 
blade's ability to withstand cutting pressure. According to [33], welding at high tem-
peratures alters the properties and microstructure of the metal, thereby diminishing its 
strength. Typically, the weakest point in a weld is the heat-affected zone. Additionally, 
the lack of records regarding blade replacements makes it challenging for the company 
to assess the average service life of saw blades. This gap in information hinders evi-
dence-based decision-making concerning the maintenance and procurement of new 
blades, which is essential for conducting a thorough cost analysis evaluation. 

3.4 Proposed Interventions 

The company should implement tailored interventions to address root causes, enhanc-
ing productivity in frozen tuna loin production. Proposed interventions are detailed in 
Table 8. 

Table 8. Proposed implementation of intervention. 

Root of the Problem Proposed Implementation of Intervention 
Material 
Repeated use of welding blades and inade-
quate monitoring led to poor saw quality. 

 
A1: Conduct an inventory of effective usage 
measurements for cutting saws after repairs. 
This inventory will provide data on the fre-
quency of breakdowns, as well as the number 
of times each saw has been used and repaired. 
Additionally, it will include a cost analysis 
comparing the expenses of blade repairs to 
determine whether repairing blades is more 
economical than replacing them with new 
ones. 

Machine  
The quality and design of the tool are not suit-
able. 

A2: Re-evaluation of equipment specifica-
tions and requirements for the production 
process. 

Errors in procedures and insufficient training 
in the use of tools. 
 

A3: Create specialized internal training for 
new employees assigned to fish cutting tasks. 

Proposed implementation of interventions 
prioritized by urgency and impact. There is 
no specific standard operating procedure 
(SOP) for using the tool. 

A4: Develop a Standard Operating Procedure 
(SOP) for using the tool, and post it near the 
machine's operation area for easy access by 
the user. 
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The proposed interventions are organized into quadrants based on their nature, as-
sessing whether they require low or high effort and whether they have a high or low 
impact on outcomes. This mapping helps determine which interventions should be pri-
oritized for immediate implementation and which should be postponed [34]. The results 
of this intervention mapping are presented in Table 9. 

Table 9. Proposed implementation of interventions prioritized by urgency and impact. 

Code Proposed implementation of inter-
ventions 

Categories Priority 

A1 We will conduct an inventory to measure 
the effective usage of cutting saws after 
repairs. This will provide data on the fre-
quency of breakdowns and the number of 
times each saw has been used and re-
paired. Additionally, the analysis will 
compare the costs of blade repairs to de-
termine whether it is more economical to 
repair the blade or replace it immediately. 

It is important for the 
long term, but imple-
menting it will take 
time to gather the nec-
essary data. 

Plan 

A2 Re-audit of equipment specifications and 
requirements for the production process. 

It's easy to do, but it has 
minimal impact on the 
saw's lifespan. 

Do if there is 
time 

A3 Conduct internal training sessions specif-
ically for new employees who will be re-
sponsible for fish-cutting tasks. 

Easy to do and big im-
pact 

Do it soon 

A4 Prepare a Standard Operating Procedure 
for using the tool, which should be posted 
in a location near where the machine will 
operate to ensure easy access for the user. 

Easy to do, urgent, and 
has a significant impact 
on preventing equip-
ment damage due to 
operational errors. 

Do it soon 

H
ig

h 

Do it Soon 
A3, A4 

Plan 
A1 

Lo
w Do if there is time 

A2 
Skip 

- 

 Low High 

Im
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ct
 

Fig 2.  Intervention implementation plan quadrant. 
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Based on the research findings and the mapping of intervention types, the recom-
mendations emphasize actions with a high impact on productivity that can be easily 
implemented immediately (see Fig. 2). Intervention A3, which involves internal train-
ing for new employees on the use of fish cutting tools, and Intervention A4, focused on 
the development and implementation of standard operating procedures (SOPs) for tool 
usage at the worksite, are recommended for immediate implementation due to their 
urgency and significant potential to reduce operational error rates. Improving work-
force competency through training has been shown to enhance efficiency and decrease 
the risk of errors in the production process [35]. Moreover, having clear and easily 
accessible SOPs has been demonstrated to improve the consistency and quality of work 
processes [36]. 

Intervention A1, which centers on the inventory and analysis of cutting knife usage 
effectiveness, is also essential for long-term implementation as it can help reduce pro-
duction costs through more efficient tool management [37]. In contrast, Intervention 
A2, which involves a re-audit of tool specifications, has a relatively lower impact on 
production outcomes but remains relevant for supporting continuous improvement, a 
fundamental principle of the Kaizen approach. 

Mapping interventions based on their urgency and impact on productivity serves as 
a crucial tool for effective managerial decision-making [34]. Therefore, a strategically 
prioritized combination of short-term and long-term interventions will optimally en-
hance the performance of the frozen tuna loin production process within the company. 

4 Conclusion 

This study successfully identified the main problem affecting the productivity of frozen 
tuna loin processing at PT ABCD, namely the short service life of the cutting saw, 
which only lasts about two weeks before damage occurs. The root cause analysis using 
the fishbone diagram categorized the contributing factors into human, machine, mate-
rial, and method, with key issues including insufficient operator training, the absence 
of a specific standard operating procedure (SOP), low tool quality, and the lack of a 
recording and monitoring system for tool replacement. 
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