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Abstract: in the XML complex process relationship design problem, in  multidimensional 
dynamic list scheduling algorithm, for the defect of platform (Group) selection caused by static 
priority of platform, an optimized priority calculation method is designed based on XML complex 
process modeling, during the process of task matching, the proposed method changes dynamically 
for the priority of platform according to the change of task demanded resource, finally through the 
simulation example, verifies the superiority and applicability of the proposed method. 

1 Introduction  
The various task of future complex environment has features like complexity, distribution and 

changeable; at the same time, the number of resources is huge and diverse. How to process 
scientific configuration and deployment for available platform resources in the task process, and 
achieve the reasonable matching of task - platform, execute the appropriate task on the most 
suitable platform at the right time, right place of execution of tasks, this is "task - platform" (RT-P) 
design problem (i.e. task plan) in the modeling of organizational design, in essence, it is optimized 
problem of platform resource scheduling implementing the distributed task[1-4]. 

Regardless of which method is used to solve the RT-P design problem, platform selection 
priority have to be determined inevitably, in the research of existing "task - platform" relationship 
design problems, static mode are used, have plenty of problems and deficiencies. 

2 The problem description and model establishment 
First the task and platform were defined to establish the XML model: 
Definition 1:  Task models includes: task set ( )1 2, , ...,s NT T T T= obtained by mission 

decomposition, wherein, N represents the number of tasks. Task attributes AT  and task sequence 

diagram TG , where TG  represents the order relationship and the relationship between input and 

output of tasks; attribute AT  of task iT  includes: 
1) the start time of task is ; 

2) the processing time of task it ; 
3) the resource demand vector ( )1 2, , ...i i i iLR r r r= of task, where L is the number of resource types; 

4) the geographical location of task ( ),i ix y ; 
5) the complexity of tasks { }0,1, 2,3, 4,5,6,7,8,9iTD ∈  ; 
Definition of preorder tasks have been completed, the task set ready to perform is READY . 
Definition 2 platform is the physical carrier to provide resource capacity to execute tasks in the 

organization. For each platform ( )1, 2,...,mP m K= , K represents the number of platforms. Its major 
properties includes 

1) the maximum moving speed of mv  platform; 
2) initial resource capability vector ( )1 2, , ...m m m mLR r r r= of the platform, ( )1, 2,...,mlr l L=  refers to 

International Conference on Automation, Mechanical Control and Computational Engineering (AMCCE 2015) 

© 2015. The authors - Published by Atlantis Press 1789



 

the number of resources of l  types obtained from the platform mP ; 
3) platform location ( ),m mX Y ; 

4) the basic loss rate of  platform jPF : represents when platform jP  executes task iT ,the loss rate 
of platform when the complexity is 1iTD = [5]; 
Define the current collection of free platform as FREE . 

Then each variable of problem is defined: 
 (1) the distribution variable of task - platform is imω : 

m i1 the platform P T

0     otherwise

 is designed to 
imw =





  
(1) 

（2）Transfer variables ijmx  of platform between tasks  
1 after carrying out platform 

0 otherwise

 by design toi m j

ijm

T P T
x


= 


  

        

  
(2) 

And when i j= , the transfer variables for platform is 0, that is to say 
( )0 , 1, 2,..., ; 1, 2,...,ijm jimx x i j N m K= = = = . 

At the same time, assuming that start and termination tasks of mission as the virtual task 0T , 
let ( )00 0 1,2,...,mx m K= = . 

（3）The order variables between tasks ija ： 
0

1
i j

ij

T T

otherwise

must be finished before starting
a =





  

        

      
(3) 

 (4) the mission completion time T: 
( )1,2,...,max i ii NT ts== +      (4) 

 (5) the total redundancy degree of resources RD  
( ) /RD RM RI RI= −       (5) 

Where the RM  is total resources provided by platform, its value is: 

( )1
1,2,...,

L
m mii

m K
RM p r

=
=

= ∗∑ ∑ (6) 

Where mp  is the number of the usage of mP  platform, RI  is the sum of all task resource 
requirements. 

This paper through resource dynamic matching between the task and the platform to reduce 
redundancy of usage of platform resource, thus, the objective function is to minimize complete time 
and the value of total redundancy multiplication of resources, as: 

( )min T RD∗ (7) 
Considering distributed constraints of platform, start time constraint of task and task resource 

requirements capacity constraints etc.: 
 (1) constraint distribution of platform 

When 1imω = , then platform mP  must execute a task (including the starting task 0T ) before 

assigned to the iT , and will also be assigned to execute the next task (including termination task 0T ), 
so 

( )
0

0

1,2,..., ; 1, 2,...,

im

N

jim
j

x

i N m K

ω
=

− =

= =

∑   
  (8) 
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( )
0

0

1,2,..., ; 1, 2,...,

im

N

ijm
j

x

i N m K

ω
=

− =

= =

∑  
  (9) 

All platforms begin to execute mission at initial task, finish the mission at termination tasks 
i.e.: 

( )0 0
0 0

1 1,2,...,
N N

jm i m
j i

x x m K
= =

= = =∑ ∑ (10) 

 (2) the task start time constraints 
When 0ija = , the task start time must satisfy the formula: 

j i is s t≥ + (11) 

Considering the execution relationship between task iT , jT , equation (11) is transferred into 
equation (12), that is: 

( ), 1, 2,..., ; 1, 2,...,

ij
ijmj i i

m

x
d

i j N m K

s s t
v

= =

≥ + +   
(12) 

Among them, ijd  is the distance between  iT and jT , i.e.: 

( ) ( )2 2

ij j i j id x x y y− −= + (13) 
When 1ija = , the task start time need to meet: 

'j i is s t T≥ + − (14) 

In the formula, 'T  is the upper bound of complete time of all task, meet 'T T≥ . Integrating 
equation (12) and (14) to get the task start time constraints: 

( )

' '

, 1, 2,..., ; 1, 2,...,

ijm ij
ij

j i i ij
m

x a T

i j N m K

d
s s t a T

v

= =

 
≥ + + + 

 
-

(15) 

 (3) task resource demand constraint 
The sum of resource capacity provided by platform executing task should be greater than 

resource requirements of the task, i.e.: 

( )
1

1, 2,..., ; 1, 2,...,

im il

K

ml
m

r

i N l L

r ω
=

= =

⋅ ≥∑   
(16) 

The objective function is to minimize the multiplication of completion time of mission and 
resource redundancy, the model of problem is as follows: 

( )min T RD∗  
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( )

( )

( )

( )

0

0

0 0
0 0

'

1

1, 2,..., ; 1, 2,...,

1, 2,..., ; 1, 2,...,

0

0

1 1,2,...,

'

, 1, 2,..., ; 1, 2,...,

1, 2,...,

N

jim im
j

N

ijm im
j

N N

jm i m
j i

ij
j i i ijm ij ij

m

K

ml im il
m

i N m K

i N m K

x

x

x x m K

d
s s t x a T a T

v

i j N m K

r r i N

ω

ω

ω

=

=

= =

=

= =

= =

− =

− =

= = =

 
≥ + + + 

 
= =

⋅ ≥ =

∑

∑

∑ ∑

∑

  

−   

( )

{ }

; 1, 2,...,

0 '; 0
, 0,1

i

ijm im

l L

T T s
x ω
















 =


≤ ≤ ≥
 ∈

 

3 Optimization of modeling process based on FCM algorithm  

This paper presents a simple, practical method to give C and iju of FCM algorithm. The 

significance of FCM algorithm is to divide C individual cluster center ),,,( 21 cVVVV 2=  in the 
{ } n

n RXXXX ⊂= ,,, 21 2  collection, if the clustering center distance is far, the iX  in same class 
is close, then, the division is a reasonable. To this end we use 

∑∑
= =

−−=
n

i

c

j
ji

T
jiij VXVXu

n
VX

1 1

2 )()(1),(σ  

To represent the average discrete degree of the distance between sample X and cluster center V, use 
the 

∑ ∑
−

− −=

−−=
1

1 1
2 )()(1)(

c

j

c

jk
kj

T
kj

c

VVVV
C

Vd  

To represent the average distance of different clustering centers, classification is a reasonable.  

),(
)(

),( CXf
Vd

VX
=

σ  

Using f(X, C) can evaluate the performance of FCM algorithm. Smaller f (X, C) values is better, a 
thresholdε  is given in the practical application, if f (X, C)<ε , then the C of value small is regarded 
as the number of clustering. So we can calculate C and ),,,( 21 cVVVV 2=  of the FCM algorithm, 
through the experimental data and the above methods can calculate C, avoid the error caused by 
setting C manually 

4 Experiment 
On the basis of modeling, in the MATLAB platform, approximation of a nonlinear function is 

achieved: 
22 )1()1( +−−− += xx eey  

The simulation parameters are as follows: equidistant is utilized in the interval [-3, 3] to obtain 100 

points, m=2, =0.001, activation function of the hidden layer is xe
xsig λ−+
=

1
1)(λog , the incentive 

function of the output layer is purelin (x) =x. Figure 1 is a variation of cluster number C, figure 2 is 
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a variation of ANN error. 

 
Figure 1 Variation of cluster number C 

 
Figure 2 Error curve of ANN 

The results from Figure 1 show that, the number of nodes C in hidden layer is reduced from 
initial chaos state greatly, and stabilized at 10. From Figure 2 shows the network mean square error 
is decreased gradually, and "jitter" phenomenon doesn’t happen. The mean square error of the 
network is 0.0275, the experimental results show that, using ANN modeling based on IFCM 
network, can obtain the concise structure, and function approximation ability is strong, can greatly 
improve the mapping ability of modeling. 
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