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ABSTRACT: This paper investigates the feasibility of adopting single quantified parameter of at-
mospheric turbulence effect to evaluate others. To enrich and expand the test method on the trans-
mission characteristics of atmospheric turbulence, this method could greatly reduce both the work-
load and costs of synthetic tests on the laser transmission characteristics, which has very positive 
and important significances for applications of space optical communication. The correlation mod-
els among the quantified parameters of atmospheric turbulence effects is deduced. The experimental 
results indicates that the angle-of-arrival fluctuation is related to other atmospheric turbulence ef-
fects based on the theory of Kolmogorov turbulence. Thus, other quantified parameters of atmos-
pheric turbulence effects could be evaluated via acquired data of angle-of-arrival fluctuation. 

INTRODUCTION 
The characteristics of laser propagation through the turbulent atmosphere has been attracting in-
creasing attentions in the field of quantitative analyses for suspended particles. Based on the large 
amount of statistical data collected from actual environment in long term, the mathematical models 
could be built to direct the development of instrumentations for atmospheric pollution testing (An-
drews 2005, Rao 2005). 

The tests for the characteristics of laser propagation usually last for 24 hours a day, and 7 days a 
week without intermission. For accuracy, the sample data for further analyses should be collected in 
similar conditions, and the number of samples should be greater than or equal to ten.  

Currently, the China government has been building many localized testing sites for atmospheric 
pollution in large-scale. The test work in some testing sites has accumulated a large number of data. 

The following work should be conducted for estimating the characteristics of laser propagation 
based on collected data and thus estimating the degree of atmospheric pollution. 
1) Accomplish the correlation analyses for the testing data in the same area. Build the estimation 
models for the characteristics of laser propagation. The models should be validated and optimized. 
2) Accomplish the correlation analyses for the testing data in different areas. Build the estimation 
models for the characteristics of laser propagation, which have more applicability.  

Both the work are still in the initial stage. 
The comprehensive characteristics of laser propagation include atmospheric attenuation, atmos-

pheric turbulence, and meteorology. There are at least twelve important parameters in total. To test 
these parameters simultaneously will lead to huge workload and also make the analyses many and 
miscellaneous with trifles.  

To reduce the workload of tests for the characteristics of laser propagation, an alternative ap-
proach is to use the statistics and the econometrics. Based on the relationships among the parame-
ters for the characteristics of laser propagation, some certain parameters could be estimated by a 
few other parameters. Undoubtedly, this method could largely cut the costs for testing, and promote 
the development of instrumentations for atmospheric pollution testing. 

CORRELATION MODELSFOR CHARACTERISTICS OF LASER PROPAGATION 
The stochastic fluctuation of the atmospheric refractivity would lead to the variation of optical 
phase of laser propagation through the turbulent atmosphere. The common turbulence effects in-
clude angle-of-arrival fluctuation, irradiance scintillation, beam wander, and beam spreading (Tosel-
li 2009, Gudimetla 2014). 
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Angle-of-arrival fluctuations of an optical wave in the plane of the receive aperture are asso-
ciated with image jitter in the focal plane of an imaging system. Fluctuations in received irradiance 
resulting from propagation through atmospheric turbulence is commonly described as “scintilla-
tion”, which includes the temporal variation in received irradiance and spatial variation within a re-
ceiver aperture. In the presence of optical turbulence, a finite optical beam will experience random 
deflections as it propagates, causing further spreading of the beam by large-scale inhomogeneity of 
the atmosphere, and the instantaneous center of the beam is therefore randomly displaced in the re-
ceiver plane, producing what is commonly called beam wander. Beam spreading at the receiver 
plane can be modeled as if it arises from a random tilt angle at the transmitter plane, similar to an-
gle-of-arrival fluctuations of a reciprocal propagating wave with the receiver diameter replaced by 
the transmitter beam diameter (Cui 2015). 

According to the Kolmogorov spectrum, the theoretical models of the four turbulence effects for 
the plane wave are given below (Kolmogorov 1991). 
1) Angle-of-arrival fluctuation: 

2 2 1 32.92 nC D Lασ −=  (1) 
2) Irradiance scintillation: 

2 2 7 6 11 61.23I nC k Lσ =  (2) 
3) Beam wander: 

2 2 1 3 30.97r nC D Lσ −=  (3) 
4) Beam spreading: 

( )6 52 2 2 2 5 16 50.13 6.3 nW D C k L= +  (4) 
where 2

nC  is the atmospheric structure constant of refractive index, D  is the optical antenna 
aperture, L is the propagation optical path length, 2k π λ=  is the angular wave-number, λ  is 
the wavelength. 

According to these theoretical models, angle-of-arrival fluctuation, irradiance scintillation, beam 
wander, and beam spreading are associated with each other turbulence effects by the atmospheric 
structure constant of refractive index. On the condition of fixed de-signed parameters for certain 
optical communication system, it is possible to estimate one turbulence effect by other turbulence 
effect. 

Based on Equation 1-4, the correlation models between angle-of-arrival fluctuation and other 
turbulence effects are deduced below. 
1) Irradiance scintillation: 

2 1 3 7 6 5 6 20.42I D k L ασ σ=  (5) 
2) Beam wander: 

2 2 20.33r L ασ σ=  (6) 
3) Beam spreading: 

( )6 52 2 2 5 2 5 2 20.13 1.74W D D k L ασ= +  (7) 

COLLECTED DATA OF THE CHARACTERISTICS OF LASER PROPAGATION 
The laboratory of space optical communication technology in University of Electronic Science and 
Technology of China (UESTC) has been conducting the testing of the characteristics of laser propa-
gation since 2011. The testing channel locates near the Qingshuihe Campus of UESTC, which is in 
the suburb of Chengdu. The length of testing channel is 2.7km, and the wavelength is 830nm. The 
tests last for 24 hours a day, and 7 days a week without intermission. The collection and storage of 
generated data are full automatic. 

This paper use the data collected from 6 a.m. to 8 a.m. on March, April, and May (92 days in to-
tal) of 2013 year. There are approximate 1800 samples for each turbulence effect, which satisfies 
the requirements for statistical analyses.  

The weather of Chengdu between March and May is relative stability, and the channel between 
6:00 and 8:00 is relatively good. On this note, those samples used in this paper have litter singular 
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values, and the analytical results could be beneficial to the estimation of the characteristics of laser 
propagation in other areas. 
Figure 1-4 depicts the collected data of angle-of-arrival fluctuation, irradiance scintillation, beam 
wander, and beam spreading from 6 a.m. to 8 a.m. on March, April, and May of 2013 year in 
Chengdu. 
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Figure 1.Collected data of angle-of-arrival fluctuation. 
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Figure 2. Collected data of irradiance scintillation. 
 
 

87



01-M ar 01-Apr 01-M ay 31-M ay
0

0.5

1

1.5
x 10-5

Date

σ2 r

 
 

Figure 3. Collected data of beam wander. 

COMPARISON OF ESTIMATED VALUES AND COLLECTED DATA 
Based on the correlation models between the angle-of-arrival fluctuation and other turbulence ef-
fects deduced in Equation 5-7, the curves of irradiance scintillation, beam wander, and beam 
spreading are computed, followed by the comparison of estimated values and collected data as 
shown in Figure 5-7. 

We use the actual optical parameters of testing equipment for the calculations of the correlation 
models. The length of testing channel L  is 2.7km, the wavelength λ  is 830nm, and the optical 
antenna aperture D  is 0.6m. 
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Figure 4. Collected data of beam spreading. 
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Figure 5. Comparison of estimated values and collected data of irradiance scintillation. 
 
 

Table 1. Estimating Errors of Correlation Models based on Angle-of-Arrival Fluctuation 
 absolute errors relative errors 
2
Iσ  8.546e-3 19.13% 
2
rσ  9.719e-7 16.02% 
2W  2.850e-3 17.60% 

 
The results indicate that the estimated values match collected data. Further investigations involve 

the errors about the correlation models, as shown in Table 1. The absolute and relative errors of ir-
radiance scintillation are 8.546e-3 and 19.13%, respectively. The absolute and relative errors of 
beam wander are 9.719e-7 and16.02%, respectively. The absolute and relative errors of beam 
spreading are 2.850e-3 and17.60%, respectively. 
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Figure 6. Comparison of estimated values and collected data of irradiance scintillation. 
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Figure 7. Comparison of estimated values and collected data of irradiance scintillation. 
 

The stochastic fluctuation of atmospheric refractivity will lead to the stochastic fluctuation of 
wave front phase when propagation. Based on the Kolmogorov spectrum, there are certain relevan-
cies between the angle-of-arrival fluctuation and other turbulence effects. It is available to estimate 
other turbulence effects for further analyses by collecting the data of angle-of-arrival fluctuation. 

CONCLUSION 
This paper adopts the collected data of angle-of-arrival fluctuation to evaluate other turbulence ef-
fects such as irradiance scintillation, beam wander, and beam spreading. This method could enrich 
and expand the testing method on the transmission characteristics of atmospheric turbulence. 

Based on the correlation models and the actual optical parameters of testing equipment, the rela-
tive errors of estimated values for irradiance scintillation, beam wander, and beam spreading are 
smaller than 20%. 

It must be pointed that the collected data of angle-of-arrival fluctuation is relevant to the actual 
parameters of testing equipment, on which the quantitative analyses are based. Nevertheless, the 
method proposed in the paper is not limited to the actual parameters of testing equipment. 
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